A Ribbon Blenders

EQUIPMENTS

I Ribbon Blenders

FUNCTION - Tomix & blend solid powders CONSTRUCTION
CAPACITY - 100 litres to 10,000 litres Fabricullnd 5‘I‘rm'n heavy gaouge steel, or -:mr sp;:;:iﬁha:d
. _ material of construction. Design aspect plann r
i S 85304, 35814 maximum efficiency in leak proaf construction. Built for long
trouble free service.

DESCRIPTION
Ribber Blenders occurately blends small proportion into
large stocks and rapidly mixes and discharge.

Additional features could be provided for :
la)l Chopper blodes - 2 Nos., moving of cutting 1.|I::eed, are

ided ot di I ite sides to b I /
Muliiple blodes set at different ongles on the horizontal fg:‘;:p;ﬁd:gmzzﬁ?' e TR
shaft, sweep the entire length of the mixer trough. They have b} Liguid spraying nozzles with dozing system.
the effect of moving alternate sections of the mix towards the {c) Nitrogen [N2) blanketing.
center of frough and remoinder towards the outer ends. This (d) Pneumatically operated bottom valve.
maves and turns the whole mixture to & fro, up & down le] The unit can be provided on load cells to weigh the
movement, leaving no pockets of unmixed material and mass accurately.
giving o thorough blending in the shortest possible fime. i Jocket for heating / cocling.
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ELEVATION END VIEW
TECHNICALSPECIFICATIONS
MODEL | WORKING VOLUME FULL VOLUME | ' c
| | : (INSIDE) | (INSIDE) |(OUTSIDE)
CFT | CuM | CFT CuM ] i fm mm

RB-05 10 0.3 14 0.40 500 600 1500 370 5 56
RB-05 20 Q.5 27 Q.75 &00 750 1800 510 10 48
RE-10 35 1.0 45 1.27 800 950 1800 7.510 15 38
RB-15 50 105 65 1.84 900 1050 2000 10 1O 20 32
RB-20 70 2.0 20 2.55 1050 1200 2000 15 TQ 30 28
RB-30 100 4.0 120 3.34 1050 1200 3000 20 70 30 26
RE-45 150 45 185 525 1350 1500 3000 30 TO 50 24
RB-55 200 55 235 &.45 1500 1450 3000 40 TO 40 21
RB-70 250 7.0 300 8.5 1500 14650 4000 40 TO 40 18
RB-85 300 8.5 350 9.9 1450 1800 4000 50 10 75 18

NOTE : * HP Selection will be based on material charocteristics.
* The designs and dimensions are subject to allerations without prior nofice due to constant development for better parfarmance.
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